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Bumper Pliers Kit                      6146
Product Instructions
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Polyvance’s 6146 Bumper Pliers help you to recreate the rectangular “slot tabs” and recessed round holes common 

on many plastic bumper covers. Use with Polyvance’s nitrogen plastic welding system for the strongest and fastest 

repairs possible.

1. FIND MATCHING DIE

Find the forming die which matches the width of the broken rectangular slot 

tab most closely. Select the matching color-coded pliers and pick the fork 

that matches the forming die. (Also prep plastic for welding by cleaning with 

Polyvance plastic prep and tapering each side with a grinder or sander.)

2. TAPE FORMING DIE IN POSITION

Insert the selected forming die into the broken hole and line up the outer 

edges of the tab and slot. Tape into position with a piece of 6485 aluminum 

tape. 
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KIT CONTENTS

The 6146 Bumper Pliers Kit contains four (4) color-coded forming die pliers 

and seven (7) color-coded forming dies. One set of pliers is designed to 

restore the 3/16” (5 mm) recessed round hole. The other three sets of pliers 

each match up with two of the rectangular slot dies. Note that the color-

coded dies match the widths in the forks of the corresponding pliers. The 

dies have the following widths: 

inches mm inches mm

3/8” 10 5/8” 16

1/2” 13 3/4” 18

9/16” 14 13/16” 20

INSTRUCTIONS:

See video of this process at www.polyvance.com or on our 

YouTube channel



Page 2 of 2

3. WELD

Use your preferred plastic welding rod and weld from one side to the other 

in a continuous pass, locking the plastic welding rod into the bumper on both 

sides.

4. REHEAT

Immediately after welding, reheat the welding rod with the hot nitrogen gas 

until it is nearly translucent.

5. FLATTEN WITH PLIERS

Immediately press the melted plastic with the matching forming pliers. Apply 

gentle pressure and hold for about 10 seconds to cool plastic.

6. REMOVE DIE, SHAPE AS NEEDED

Allow the die to cool completely, then remove aluminum tape and push 

the die out of the hole. Shape the repaired area as needed with the airless 

plastic welder, utility knife, grinder, and/or sander until desired dimensions 

are restored.

See video of this process at www.polyvance.com or on our 

YouTube channel
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